N.C.D.O.T. GEOTECHNICAL UNIT
BORING LOG

- SEME

— ENGINEERING » TESTIN
- ENVIRONAENTAL SERVICES SHEET 65 OF 96
PROJECT NO. 8.1442601 I ID. U-0620 LCOUNTY Cumberland I GEOLOGIST S. JOHNSON TYPE OF CONE 1.55 in® PEIZO CONE | ROD TYPE 1.55 in® I MAXIMUM DOWN PRESSURE  Approx. 40 ksf
SITE DESCRIPTION Hope Mills Bypass from SR 1141 (Bingham Drive) to SR 1363 (Elk Road) GROUND WATER (ft) | TOTAL DEPTH 10.0ft DRILL MACHINE Gyro Track l DRILL METHOD Direct Push l HAMMER TYPE N/A
- BORING NO. CPT-14 J BORING LOCATION 76+41 OFFSET 2 ftRT l ALIGNMENT -L- 0 HR. DRY DATE STARTED 12/4/01 COMPLETED 12/4/01 SURFACE WATER DEPTH N/A
COLLARELEV. 15931 I NORTHING 453,165.5 EASTING 2,009,802.1 24 HR. N/A DRILLER: BUTCH KNAPP TECHNICIAN ANDY FEIX
ELEV. |DEPTH FRICTION (tsf) CONE RESISTANCE (tsf) FRICTION RATIO (%) PORE PRESSURE (tsf) SOIL BEHAVIOR TYPE EQUIVALENT SPT Ny, L
w | @ P9 P oo w0 o w0 a0 s o o9 fo 2| [0 (Rebetsontoeo) 12| o 20 40 e s 10)g FQUIVALENT SOIL DESCRIPTION
1503 0.0 GROUND SURFACE 0.0
i UNDIFFERENTIATED COASTAL PLAIN
T DEPOSITS:
— T LOOSE TO MEDIUM DENSE
I SILTY FINE SAND
1538 | 55 (A-2-4) 5.5
T 5 CAPE FEAR FORMATION:
I % MEDIUM DENSE
. T 3P CLAYEY FINE SAND
149.3 “T-_10.0 o 1403 (A-2-6) 10.0
1) ADVANCED 1.55 IN' PEIZO CONE TO
10.0 FT.

BORING TERMINATED AT
ELEV. 149.3 FEET
IN CLAYEY FINE SAND

tediead. fdot
L R U T L DL I L O L L

PRUTYRTINS S

PV ST S T S
1ttt

1
i

P

it

Gt 1
LR

1
T

b,
Tt

I VT TR
LI B R

+

—t
-

fdded g 4
lll||llll'

i
T
llllllllllllllllliillllllll‘villllllllillllllllllllllllllllllllllll

3
T

NCDOT CPT - ENGLISH 51-145.GPJ NCDOT.GDT 4/7/03




